
set system host-name vqfx01
del interfaces xe-0/0/0
del interfaces xe-0/0/1
del interfaces xe-0/0/2
del interfaces xe-0/0/3
del interfaces xe-0/0/4
del interfaces xe-0/0/5
del interfaces xe-0/0/6
del interfaces xe-0/0/7
del interfaces xe-0/0/8
del interfaces xe-0/0/9
del interfaces xe-0/0/10
del interfaces xe-0/0/11

mac em+3
set interfaces xe-0/0/0  mac 28:b7:ad:96:65:c1  
set interfaces xe-0/0/1  mac 28:b7:ad:1a:7e:09
set interfaces xe-0/0/2  mac 28:b7:ad:34:e3:1d
set interfaces xe-0/0/3  mac 28:b7:ad:d5:61:6b

set interfaces xe-0/0/1.0 family inet address 1.1.1.1/24
set interfaces xe-0/0/2.0 family inet address 3.3.3.1/24
set interfaces xe-0/0/3.0 family inet address 8.8.8.1/24
set interfaces xe-0/0/4.0 family inet address 9.9.9.1/24



set system host-name vqfx02
del interfaces xe-0/0/0
del interfaces xe-0/0/1
del interfaces xe-0/0/2
del interfaces xe-0/0/3
del interfaces xe-0/0/4
del interfaces xe-0/0/5
del interfaces xe-0/0/6
del interfaces xe-0/0/7
del interfaces xe-0/0/8
del interfaces xe-0/0/9
del interfaces xe-0/0/10
del interfaces xe-0/0/11

mac em+3
set interfaces xe-0/0/0  mac 28:b7:ad:28:a2:a0
set interfaces xe-0/0/1  mac 28:b7:ad:cf:b6:a4
set interfaces xe-0/0/2  mac 28:b7:ad:94:3d:4c
set interfaces xe-0/0/3  mac 28:b7:ad:cb:c5:57

set interfaces xe-0/0/1.0 family inet address 2.2.2.1/24
set interfaces xe-0/0/2.0 family inet address 4.4.4.1/24
set interfaces xe-0/0/3.0 family inet address 8.8.8.2/24
set interfaces xe-0/0/4.0 family inet address 9.9.9.2/24



server01

cat > /etc/sysconfig/network-scripts/ifcfg-eth1
DEVICE="eth1"
BOOTPROTO="static"
ONBOOT="yes"
TYPE="Ethernet"
NETMASK=255.255.255.0
GATEWAY=1.1.1.1
IPADDR=1.1.1.2

/etc/init.d/network restart

cat > /etc/sysconfig/network-scripts/ifcfg-eth2
DEVICE="eth2"
BOOTPROTO="static"
ONBOOT="yes"
TYPE="Ethernet"
NETMASK=255.255.255.0
GATEWAY=2.2.2.1
IPADDR=2.2.2.2


server02

cat > /etc/sysconfig/network-scripts/ifcfg-eth1
DEVICE="eth1"
BOOTPROTO="static"
ONBOOT="yes"
TYPE="Ethernet"
NETMASK=255.255.255.0
GATEWAY=3.3.3.1
IPADDR=3.3.3.2

/etc/init.d/network restart

cat > /etc/sysconfig/network-scripts/ifcfg-eth2
DEVICE="eth2"
BOOTPROTO="static"
ONBOOT="yes"
TYPE="Ethernet"
NETMASK=255.255.255.0
GATEWAY=4.4.4.1
IPADDR=4.4.4.2
